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COMMENTS 



The following is an English translation of the relevant portions of 
the Office Action mailed January 10, 2006 in the corresponding Japanese 
patent application No. 2001-088565 of the above-identified case. 

Relevant Portions of ttip Office Action 

A. This application does not fulfill the requirements as set forth in 
Patent Law 37. 

This application contains the following two inventions which are 
patentably distinct from each other. 

Claims 1, 2: Wavelength division multiplex terminal device. 

Claims 3-5: WDM network; «i; which monitoring of all node devices 
are carried out. 

B. Since the inventions of the following Claims in this application could 
easily haven been made, prior to the filing of the patent application, by a 
person with ordinary skill in the art to which the invention pertains, on the 
basis of an invention or inventions described in a distributed publication 
or made available to the public through electric telecommunication lines in 
Japan or elsewhere prior to the filing of the patent application, a patent 
shall not be granted for these inventions under Patent Law Section 29(2). 

Claims 1 and 2 are obvious from Documents 1 and 2. Document 1 
shows a WDM system in which a wavelength multiplexed signal whose 
wavelength is further multiplexed is transmitted, and the wavelength is 
separated from the wavelength multiplexed signal. Document 2 shows an 
optical branching system in which a signal which should be branched and 
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added is branched and added as it is, and a signal which should not be 
branched and added is passed through to the output end. 

Claim 3 is obvious from Document 3. Document 3 shows that all 
the wavelengths which are used in a network are determined collectively. 

Claims 4 and 5 are obvious from Documents 4 to 6. Documents 4 
and 5 show a WDM network in which monitoring of all respective 
wavelength paths is performed collectively. Document 6 shows an 
integrated type communication network monitoring system. 
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